
1

2

Dell.com/support

BIOS

Drivers

Dell.com/drivers

Dell Dual Charge Dock

HD22Q



© 2022 Dell Inc. or its subsidiaries.
2022-03

Modelo K21A
Voltaje de alimentación 100 V CA–240 V CA
Frecuencia 50 Hz–60 Hz
Consumo de corriente de entrada 1,8 A/2,5 A
Voltaje de salida 19.5 V CC
Consumo de corriente de salida 6,7 A

本產品符合臺灣RoHS標準CNS15663, 請見  
www.dell.com/learn/tw/zh/twcorp1/envt-info-materials

電腦擴充基座

HD22Q (K21A)

100 - 240 伏特

50 - 60 赫茲

1.8 安培/2.5 安培

 USB Type-C 連接埠: 讀寫 USB 3.2 Gen2, 5V/3A output,10 Gbps
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Regulatory model K21A

Regulatory type K21A001

Connection and use of this communications  
equipment is permitted by the Nigerian  

Communications Commission

Para maiores informações, consulte o site da ANATEL – www.anatel.gov.br
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Di impor oleh:

PT Dell Indonesia

Menara BCA Lantai 48 Unit 4804

Jalan M.H Thamrin No. 1 Jakarta Pusat,

10310 Indonesia
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