
General information

A high flexible digital XLR cable perfect for DMX or AES-EUB 
signals, because of the higher resistance of 110 Ohm.

The Nedis® OnStage series exists out of a wide range of the 
best quality audio connectors and cables. For any situation 
you can find a complete on-stage audio wiring solution over 
short and long distance.
Connect instruments, microphones, amplifiers and other 
devices for (semi) professional musicians for a great sound 
reproduction.

Features

• Durable die-cast zinc connector for a firm connection
• Highly flexible cable for easy bending
• High resistance of 110 ohm, perfect for digital use 
• Latch lock prevents accidental disconnection

Specifications

Connector design - side B: Straight
Plating: Nickel
Cable length: 10.0 m
Connection A & B: XLR 3-Pin Male - XLR 3-Pin 

Female
Diameter: 6.5 mm
Connector design - side A: Straight
Outside material: PVC
Packaging: Carton Sleeve
Conductor material: Copper
Colour: Dark Grey
Cable design: Round
Cable type: XLR
Connection B: XLR 3-Pin Female
Connection A: XLR 3-Pin Male

Sales information

Order code: COTG15012GY100
Product 
description:

Digital DMX Cable 110 Ohm | XLR 3-Pin 
Male - XLR 3-Pin Female | 10 m | Grey

Packaging: Giftbox with eurolock
Brand name: Nedis

Quantity LxWxH (mm) Weight

1 180x224x63 508 gr.
10 370x265x400 7000 gr.

Digital DMX Cable 110 Ohm | XLR 3-Pin Male - XLR 3-Pin 
Female | 10 m | Grey
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Package contents

1x Digital DMX Cable 110 Ohm

Digital DMX Cable 110 Ohm | XLR 3-Pin Male - XLR 3-Pin 
Female | 10 m | Grey
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