
General information

Tilslut styreenheder til scenebelysningen med dette yderst 
fleksible digitale XLR-kabel fra Nedis®. Med en højere 
modstand på 110 ohm er det specifikt designet til 
overførsel af DMX eller AES-EUB.

Features

• Robuste stik i trykstøbt zink for en fast forbindelse
• Meget fleksibelt kabel, der nemt kan bøjes
• Høj modstand på 110 ohm, perfekt til digital brug 
• Lås til forebyggelse af utilsigtet frakobling

Specifications

Kabeludformning: Runde
Udvendigt materiale: PVC
Lederens materiale: Kobber
Belægning: Nikkel
Stikudformning - side A: Lige
Stikudformning - side B: Lige
Diameter: 6.5 mm
Tilslutning B: XLR 3-Pin Hun
Tilslutning A: XLR 3-Pin Han
Kabeltype: XLR
Farve: Mørkegrå
Pakning: Kartonhylster
Ledningslængde: 10.0 m
Connection A & B: XLR 3-Pin Han - XLR 3-Pin 

Hun

Package contents

1x Digital DMX Cable 110 Ohm

Sales information

Order code: COTG15012GY100
Product 
description:

Digitalt DMX-kabel 110 Ohm | XLR 3-
benet hanstik - XLR 3-benet hunstik | 10 
m | Grå

Packaging: Giftbox with eurolock
Brand name: Nedis

Quantity LxWxH (mm) Weight

1 180 mm 224 mm 63 mm 508 g
10 370 mm 265 mm 400 mm 7000 g

Digitalt DMX-kabel 110 Ohm | XLR 3-benet hanstik - XLR 3-
benet hunstik | 10 m | Grå

Information is subject to change without prior notice. Contents may differ from what is shown. Supplier can not be held responsible, nor liable for the information 
contained in this document. This document was generated at 15/11/2020 14:30:54


