
General information

Double-shielded patch cable for CAT8 installations, suitable 
for 2000 MHz / 2 GHz network environments.

Features

• Suitable for 25 / 40 G Base-T ethernet-networks (max. 40 
GB) and backwards compatible
• Max. bandwidth: 2000 MHz / 2 GHz
• Full copper conductor to ensure superior transmission
• Flexible strain relief to avoid cable fractures
• Durable moulded connectors specifically designed for 
intensive usage

Specifications

AWG value: 27
Connector design - side B: Straight
Plating: Nickel
Cable length: 0.15 m
Connection A & B: RJ45 - RJ45
Bandwidth: 2000 MHz
Diameter: 6.2 mm
Conductor material: Copper
Packaging: Polybag
Cable design: Round
Shielding: S/FTP
Outside material: PVC LSZH
Colour: White
Cable type: CAT8.1
Connection B: RJ45
Connection A: RJ45

Sales information

Order code: CCGP85520WT015
Product 
description:

Cat 8.1 S/FTP Network Cable | RJ45 Male 
to RJ45 Male | 0.15 m | White

Packaging: Polybag
Brand name: Nedis

Quantity LxWxH (mm) Weight

1 230x10x80 18 gr.
250 310x270x420 5040 gr.

Cat 8.1 S/FTP Network Cable | RJ45 Male to RJ45 Male | 0.15 
m | White
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