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External 2 bay RAID enclosure for 
2x 2.5" or 3.5" SATA drives

Key features
• External 2 bay RAID system for 2x 2.5" or 3.5" SATA drives  
• USB 3.1 (Gen 2) host interface with up to 10 Gbit/s  
• Supported RAID levels: RAID 0, 1, SINGLE, LARGE  
• LED display indicates system status and HDD errors  
• Supports SATA III with up to 6 Gbit/s and UASP  
• Automatic rebuilding  
• Cool operation thanks to active 60 mm fan  
• Plug & Play and HotSwap   
• LED for power, drive in use, access and error  
• Supports Windows® and macOS®

A RAID for all cases
The use of two hard disks as a RAID array is popular and well spread thanks to many advantages. But often this advantage cannot be taken as not every motherboard 
is equipped with a RAID controller and laptops as such usually fall outside the scope of possibilities. That is where the ICY BOX IB-RD3621-C31 comes to help and 
converts two 2.5" or 3.5" SATA hard disks effectively into a high-performance RAID array. 

Packing content
1x IB-RD3621-C31, 1x wall power supply, 1x USB Type-C® to 
Type-C® cable, 2x 2.5" to 3.5" SSD/HDD bracket, 1x set of screws, 
1x manual

Model
Article no.
EAN code
Brand
Colour
Material
HDD interface
HDD capacity
HotSwap
Plug & Play

IB-RD3621-C31  
60265  
4250078166023  
ICY BOX  
Black  
Plastic  
SATA I/II/III  
Unlimited   
Yes  
Yes  

Technical data
External data interface
UASP support
RAID level
LED
Cooling fan
Operating system
Data transfer rate
Power button
Auto rebuilding
Power connector

USB 3.1 (Gen 2) Type-C®  
Yes  
RAID 0, 1, SINGLE, LARGE  
Power, HDD operation, access, error 
60x60x10 mm  
Windows® and macOS®  
USB 3.1 (Gen 2) with up to 10 Gbit/s
Yes  
Yes  
External wall power supply, Input: AC 100~240 V, 1.2 A 
Output: 12 V / 3 A, 36 W 

ICY BOX
IB-RD3621-C31  
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External 2 bay RAID enclosure for 2x 2.5" or 3.5" SATA drives  

Energy efficient 
Thanks to the ON/OFF switch, the IB-RD3621-C31 is a true energy saver. What is likewise well controlled 
are high data transfer rates via USB 3.1 (Gen 2) connection. If desired, the drives are very easy to replace 
thanks to HotSwap and Plug & Play functions.

Name is program
The IB-RD3621-C31 is made of a lightweight plastic. Since raiding is very heavy on the drives a lot of heat 
is produced, the fan on the back of the enclosure is perfectly capable of cooling the HDDs. 

Have the pleasure - twice!
 
Two drives in the form factor 2.5" or 3.5" fit into this RAID enclosure. Available RAID modes are SINGLE, 
LARGE, RAID 0 and RAID 1. That makes this candidate beautifully versatile and prepared for any situation.

Logistical data
Packing unit:
Total weight:
Gross weight: (with packing):
Net weight:

Dimension/carton:
Dimension (with packing):
Dimension of article:
Country of origin:
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10 pcs./carton
12.2 kg/carton
1.065 kg
0.498 kg

515x515x266 mm
100x250x248 mm
146x82x174 mm
China
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