
ARCTIC MX-4 
Material Safety Datasheet

Date: 26-Oct-2018

1.1 

Commercial Name:  ARCTIC MX-4

Part No./UPC:  ORACO-MX40001-BL/87276700376-7

ORACO-MX40101-GB/87276700407-8

ACTCP00001B/87276700965-3

ACTCP00002B/87276700958-5

ACTCP00007B/87276700957-8

ACTCP00008B/87276700959-2

ACTCP000024A/87276700960-8

1.2  

Use of the substance or mixture: Electrical industry and electronics

Uses advised against: None known

1.3 Details of the Supplier of the Safety Data Sheet

Company: 

ARCTIC (HK) Ltd.

Unit 1302-05, The Octagon

No.6 Sha Tsui Road

Tsuen Wan, New Territories

Hong Kong

1.4 Emergency telephone Number

English  Tel: +49 611237507  

German  Tel :+49 611237500

2.1 

Not a hazardous substance or mixture

2.2 Label Elements

Not a hazardous substance or mixture



2.3 Other hazards

None Known

  Silicone compound 

 

Name CAS-No. EINECS/ 
ELINCS No.

REACH  
 

Number

Conc. (% 
w/w)

Methyl Silicone 63148-62-9 -- 40-45

Alumina Oxide 1344-28-1 215-691-6 >50

Monocrystalline 
Diamond

7782-40-3 231-953-2 5-10

 

Name CAS-No. EINECS/ 
ELINCS No.

REACH  
 

Number

Conc. (% 
w/w)

Methyl Silicone 63148-62-9 -- 40-45

Alumina Oxide 1344-28-1 215-691-6 >50

Monocrystalline 
Diamond

7782-40-3 231-953-2 5-10

4.1 

 

If inhaled:  If inhaled, remove to fresh air.

 

In case of skin contact:

 

In case of eye contact:

 

If swallowed:  

 

 Rinse mouth thoroughly with water.



4.2 

None known

4.3 

Treatment:  

5.1 

  Water spray

     Alcohol-resistant foam

     Carbon Dioxide (CO2)

     Dry Chemical

  None known

5.2 Special hazards arising from the substance or mixture

 

  Carbon oxides and traces of incompletely burned carbon compounds

     Silicon oxides

     Formaldehyde

Hydrogen

     Metal oxides

5.3 

  

      

     

   

the surrounding environment.

     Use water spray to cool unopened containers.

     

     Evacuate area.

6.1 

6.2 

6.3 Methods and materials for containment and cleaning up 



7.1 Advice on safe handling 

 

vapour. Do not empty into drains. 

7.2 Advice on storage

Do not store with oxidizing agents. 

Storage temperature: minimum -25 °C, maximum 50 °C 

7.3 

Refer to technical data sheet available on request.

8.1 Control parameters

8.2  Exposure controls 

Exposure Controls/Personal Protection 

Engineering Controls:

  

-

ded. 

  

self-contained respirator.

 

-

plier. 

  Gloves are not normally required. 

  Safety glasses should be worn. 

  

Hygiene measures:   

drinking or smoking. 

  

Name CAS-No. Exposure Limits

Decamethyltetrasiloxane 141-62-8



Environmental exposure controls

Form:  Grease 

Colour:  Grey. 

Odour:  None 

Flash point:  >100 °C (Seta Closed Cup) 

  No 

  2.50 

  No 

  

10.1    

None known. 

10.2 Stability:    

10.3 

None known.

10.4 

None established. 

10.5 Materials to avoid: 

Can react with strong oxidising agents. 

10.6 

 -

products.

11.1 Acute toxicity:

On contact with eyes:  May cause temporary discomfort. 

On skin contact:  

If inhaled:  

 



11.2 Chronic toxicity:

On skin contact:  

If inhaled:  

 

11.3 

 
12.1 

12.2 Persistence and degradability 

12.3 

12.4 Release to waters/Mobility in soil 

 Product and packaging disposal 

 

-

 Road / Rail (ADR/RID)

Not subject to ADR/RID. 

 Sea transport (IMDG)

Not subject to IMDG code. 

 Air transport (IATA)

15.1    
substance or mixture 

 

Status

EINECS :

 TSCA : 



in 40 CFR 723.250. 

IECSC : All ingredients listed or exempt. 

ENCS/ISHL :

KECL :

PICCS : One or more ingredients are not listed or exempt.

DSL : 

 -

 

contained herein is properly read and understood by all people who may use, handle, dispose or in any way come 

 -

any defect in the product covered by this SDS, should the existence of such defect not be detectable considering 

 As stated above, this Safety Data Sheet has been prepared in compliance with applicable European law. If you 

-

CTIC supplier a SDS applicable to the country in which the product is sold and intended to be used. Please note 

H226 Flammable liquid and vapour.


